
PURE. RELIABLE. POWER.

4TNV98T-ZGGM

50.1KW @ 1800RPM

IDEAL FOR 40-45KW GENERATORS

DRY EXHAUST SYSTEM ONLY

1800RPM ONLY

SAE A MOUNT WITH 
9 TOOTH SPLINE AUX DRIVE

KEY FEATURES

MARINE
TIER 3
CERTIFIED
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Generator kWe rating based on generator efficiency of 92%, at sea level.

TYPICAL GENERATOR 
OUTPUT kWe (Standby) 46.4

TYPICAL GENERATOR 
OUTPUT KWE (PRIME) 42.2

CONTINUOUS GROSS 
ENGINE POWER hp (kW) 62.0 (46.3)

FUEL CONSUMPTION 
gal/h (l/h) 3.75 (14.20)

REGULATION
Marine Tier 3 
Certified

CYLINDERS 4

BORE X STROKE (mm) 98 x 110

DISPLACEMENT L (ci) 3.32 (203)

RATED SPEED rpm 1800

COMBUSTION TYPE Direct Injection

ASPIRATION Turbo Charged

GOVERNOR TYPE Electronic

LUBRICATION SYSTEM
11.2L Capacity 
Oil Pan

ELECTRICAL SYSTEM 12V-40A

FUEL SYSTEM YPD-MP4 (Eco)

COOLING SYSTEM
Water Pump 
Belt Driven

POWER TAKE OFF
FWH: SAE #3
FW: SAE 11.5
SAE A Mount (9T)


